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SECTION 02781

UNIT MASONRY DETAILS

PART 1 – DESIGN DIRECTIVES

1.1 GENERAL

A. This section consists of AutoCad drawings depicting typical landscape details governing the installation
of unit masonry details on the Dartmouth Campus. The following is an index of standard landscape
details contained in this section.

1. Typical Brick Paving Detail
2. Typical Bluestone Paving Detail
3. Typical Asphalt Pavers Detail
4. Typical Brick Dripstrip

1.2 TYPICAL BRICK PAVING

BRICK PAVERS w/ SWEPT SAND JOINTS. BRICKS 
TYPICALLY IN RUNNING BOND PATTERN

±1 1/2" THICK SETTING BED: 7 PARTS SAND, 1 PART 
PORTLAND CEMENT w/ FILTER FABRIC BELOW 

12" MIN. DEPTH 3/4"  COMPACTED CRUSHED 
STONE WRAPPED IN FILTER FABRIC

BRICK SOLDIER OR SAILOR COURSE TO PREVENT 
LATERAL CREEP OF PAVING BRICKS. SEE ABOVE 
FOR ALTERNATIVE EDGE TREATMENTS

COMPACTED OR UNDISTURBED SUBGRADE

SETTING BED: 3 PARTS MORTAR, 1 PART 
3/4" CRUSHED STONE

6"
MIN.

6"
MIN. PERMALOC PAVING RESTRAINT OR 

EQUIVALENT (TYPICAL BOTH SIDES OF WALK)
SET BRICKS ON EDGE

ALTERNATIVE COURSING PATTERN ALTERNATIVE EDGE TREATMENT
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1.3 TYPICAL ASPHALT PAVERS

1.4 TYPICAL BLUESTONE PAVING

ASPHALT BLOCK NOTES:

SQUARE & RECTANGULAR IN SHAPE
4"X6"        6"X6"
5"X12"      6"X12"
8"X8"        8" HEXAGONAL
THICKNESSES RANGE FROM 1 1/4"-3"

BUTT JOINTS

12" MIN. DEPTH 3/4" COMPACTED CRUSHED STONE

FILTER FABRIC

UNDISTURBED OR COMPACTED SUBGRADE

NOTE: UNDERDRAIN & DEPTH OF 
SUB-BASE MATERIALS VARIES
ACCORDING TO SITE SPECIFIC
CONDITIONS.

3" X 8" ASPHALT PAVERS 
(LENGTH AND WIDTH MAY VARY)6"

MIN.

PERMALOC PAVING RESTRAINT OR EQUIVALENT

± 1 1/2" THICK SAND/MORTAR BED: 7 
PARTS SAND, 1 PART PORTLAND CEMENT

FILTER FABRIC

BLUESTONE NOTES:

SQUARE & RECTANGULAR IN SHAPE
SIZES RANGE IN MULTIPLES OF 6"
MIN. 6" X 12" 
MAX. 24" X 36"

1/2" SAND SWEPT JOINTS

2" X VARIOUS LENGTHS & WIDTHS 
 WITH SAWN EDGES (SEE NOTES ABOVE)

FILTER FABRIC

12" MIN. DEPTH 3/4" COMPACTED CRUSHED STONE

FILTER FABRIC

UNDISTURBED OR COMPACTED SUBGRADE

NOTE: UNDERDRAIN & DEPTH OF 
SUB-BASE MATERIALS VARIES
ACCORDING TO SITE SPECIFIC
CONDITIONS.

PERMALOC PAVING RESTRAINT 
OR EQUIVALENT

± 1 1/2" THICK SAND/MORTAR BED: 
7 PARTS SAND, 1 PART MORTAR

6"
MIN.



DARTMOUTH COLLEGE DESIGN March 15, 2003
& CONSTRUCTION GUIDELINES

02781-UNIT MASONRY DETAILS Page 3 of 3

1.5 TYPICAL BRICK DRIPSTRIPS

END OF SECTION 02781

2 % PITCH 1/2" REVEAL BETWEEN TOP 
OF BRICK AND TOP OF EDGING

FILTER FABRIC WRAP ENTIRE 
CRUSHED STONE LAYER

6" DEEP 3/4" COMPACTED 
CRUSHED STONE

SETTING BED: 3 PARTS MORTAR 
TO 1 PART CRUSHED STONE 

3/4" COMPACTED CRUSHED 
GRAVEL- THICKNESS VARIES

2" MIN. ASPHALTIC CONCRETE 
PITCHED AWAY FROM BLDG; 2% MIN 

PRECAST CONCRETE, BRICK, OR 
GRANITE EDGING. MATERIAL TO 
BE DETERMINED BASED ON APPLICATION

BRICKS (CLAY OR PRECAST CONCRETE) SET 
ON EDGE: DRIPSTRIP WIDTH VARIES

6"

BU
IL

DI
NG

VARIES

6"


